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Bale Handler (Code 0285) 

 2” high tensile main spike 
 Small spike stops bale from turning 
 Cat 1 linkage with Cat 2 bushes 
 Lift capacity of 500kg 

Bale Fork (Code 0286) 
 Two 2” high tensile main spikes 
 810mm tine centres make it ideal for transporting 

round bales or lifting pallets etc 
 Cat 1 linkage with Cat 2 bushes 
 Lift capacity of 1000kg evenly loaded 

Big Square Bale Handling Fork (Code 0288) 
 Three 2” high tensile main spikes 
 Ideal for lifting big square bales 
 Cat 1 linkage with Cat 2 bushes 
 Lift capacity of 1500kg evenly loaded 

Silage Fork (Code 0289 - 0293) 
 Tapered bolt on tines manufactured to the highest quality 

standards pierces easily into tight silage 
 Straight Conus II with coned nut (various lengths available). 
 Cat 1 linkage with Cat 2 bushes 
 Lift capacity of 1000kg evenly loaded 

Made in  
Australia 

Twin Round Bale Handling Fork (Code 0296) 
 Four 2” high tensile main spikes 
 Ideal for lifting two round bales 
 Cat 1 linkage with Cat 2 bushes 
 Lift capacity of 1500kg evenly loaded 

Pallet Fork (Code 0297) 
 Two 100 x 50mm RHS Tapered tines 
 700mm tine centres for lifting pallets etc 
 Cat 1 linkage with Cat 2 bushes 
 Lift capacity of 500kg evenly loaded 
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Fixed Feed Out Fork (Code 0284) 
 

 Fixed tines accommodate 4’ bales 
 Bales can be carried on fork for 

transport 
 Tines straddle the bale and lock in 

pins are inserted into the centre of 
the bale to allow it to roll 

 Cat 1 linkage with Cat 2 bushes 
 Lift capacity of 1000kg 
 

Made in  
Australia 

Adjustable Feed Out Fork (Code 0287) 
 

 Adjustable model feeds out bales 
with widths ranging from 4’ to 6’. 
Easily adjusted with a single pin. 

 Bales can be carried on fork for 
transport 

 Tines straddle the bale and lock in 
pins are inserted into the centre of the 
bale to allow it to roll 

 Cat 1 linkage with Cat 2 bushes 
 Lift capacity of 1000kg 

Adjustable tines can be faced  inwards (as shown above) to 
lift pallets and bins 

The ultimate bale handler for transporting, feeding and 
unrolling bales. 
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